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Environmental 

Product 

Declaration 
In accordance with ISO 14025:2006 and EN 15804:2012+A2:2019/AC:2021 for: 

 

[Photovoltaic modules] 
from 

[WIN WIN Precision Technology Co., Ltd.] 

 

Programme: The International EPD System, www.environdec.com 

Programme operator: EPD International AB 

Licensee: None 

Type of EPD: EPD of multiple products from a company  

EPD registration number: EPD-IES-0026247:001 

Version date: 2025-10-30 

Validity date: 2030-10-30 

 
An EPD may be updated or depublished if conditions change. To find the latest version of the EPD and to 
confirm its validity, see www.environdec.com 

Statement: EPD of multiple products, based on worst case results. The list of the products is covered: WST-450NGX-D3, WST-445NGXB-D3, 
WST-xxxNCX54-AW(xxx indicates rated maximum power, xxx=510-520, in steps of 5), WST-xxxNCX48-AW (xxx indicates rated maximum 
power, xxx=450-465, in steps of 5) and WST-xxxNCX48-BW(xxx indicates rated maximum power, xxx=450-465, in steps of 5). 

 

http://www.environdec.com/
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IEC 61215-1, IEC 61215-1-1, IEC 61215-2, IEC 61730-1, IEC 61730-2: Terrestrial photovoltaic 

(PV) modules – Design qualification and type approval 

IEC 61730-1, IEC 61730-2: Photovoltaic (PV) module safety qualification 

 

Management system-related certifications: ISO9001, ISO14001, ISO45001, ISO50001, SA8000 

 

 

PRODUCT INFORMATION 
Product name:  

WST-450NGX-D3, WST-445NGXB-D3,  

WST-xxxNCX54-AW (xxx=510, 515, 520),  

WST-xxxNCX48-AW (xxx=450-465, in steps of 5),  

WST-xxxNCX48-BW (xxx=450-465, in steps of 5) 

 

Product identification:  

Serious 
(brand 
name) 

Technology 
Maximum 
output(W) 

Dimensions 

(mm) 

Weight 
(kg) 

excluding 
packaging 

(kg) 

Weight 
including 

packaging 
(kg) 

Cell 
number 

First year 
degradation 

Annual 
average 

degradation 

WST-

450NGX-

D3 

Mono-

crystalline 
450 1722*1134*35 24.25 25.455 108 1% 0.4% 

WST-

445NGXB-

D3 

Mono-

crystalline 
445 1722*1134*35 24.25 25.455 108 1% 0.4% 

WST-

xxxNCX54-

AW 

Mono-

crystalline 
520 1960*1134*35 27.60 29.076 108 1% 0.4% 

WST-

xxxNCX48-

AW 

Mono-

crystalline 
465 1762*1134*35 25.25 26.775 96 1% 0.4% 

WST-

xxxNCX48-

BW 

Mono-

crystalline 
465 1762*1134*35 25.35 26.875 96 1% 0.4% 

The degradation rate is based on the product specification from WIN. 

 

Visual representation (e.g., an image) of the product 

 
Figure 1 the product image 


