
WST-NGX60-AB  
TOPCon 

www.winaico.com

495-500W
專為商業及住宅型場域設計高發電量應用方案



APPROVED PRODUCT

Certificate Number BABT 8529
Solar Photovoltaic Products
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WINAICO® WST-NGX60-AB 

WINAICO

ISO 9001 
ISO 50001 
ISO 14001 
SA 8000 
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99 %

WINAICO NGX

98 %

87.4 %

 

25 3020151

89.4 %

10 12

             144 120/108

85 %

IEC 61215:2016, IEC 61730:2016
IEC 61701 
IEC 61215/IEC 61730 PID 96小時
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1,940 mm 1,110 mm 1,253 mm 31 modules 902 kg 24 pallets

N , 
120 (6 strings x 20 cells) 
80±10 %
1,908 × 1,134 × 35 mm
27.8 kg (61.3 lbs)
2.0 mm 
2.0mm , 

IP68, 3 bypass diodes
MC4-EVO2 

 (IEC/UL)  2 × 1,200 mm / 4 mm²
1 (UL 790) Class C
 (IEC 61140) II

 

–40 °C to +85 °C / –40 °F to +185 °F

 1,500 V 

30 A*

( )/( ) 3,600 Pa / 1,600 Pa

( )/( ) 5,400 Pa / 2,400 Pa

42 ± 2°C

PMAX -0.3%/°C
Voc -0.25%/°C

Isc 0.046%/°C
*

 WST-495NGX60-AB  WST-500NGX60-AB

STC2 STC2

PMAX 500 Wp

VMP
37.43 V

IMP
13.36 A

VOC
44.90 V

ISC
14.18 A

23.1 %

3 

*

10 % Pmpp 550 (+50) W

15 % Pmpp 575 (+75) W

20 % Pmpp 600 (+100) W

0~+5 0~+5 W

495

37.25

13.29
44.70

14.12

22.9

545 (+50)

569 (+74)

594 (+99)

1. IEC 61730
2. STC : 1000W/m2 AM1.5

25  Pmax : ±3%; Voc : ±5%; Isc : ±5%

3. 


